
Case: Molded  Plastic
Polarity: Symbols molded or marked on body
Mounting Position: Any

Low Power Loss High Efficiency
Low Forward Voltage Drop
High Current Capability

1 2 3

.412(10.5)

.113(2.87)

.103(2.62) .270(6.86)
.230(5.84)

.037(0.94)

.027(0.68)

.154(3.91)

.148(3.74)
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Unit

 TA=100

Maximum forward voltage

Maximum reverse current

 VF

   -50 --- +150

V

V

V

A

A

uA

K/W

VRRM

VRMS

VDC

IF(AV)

IFSM

IR(AV)

Maximum repetitive peak reverse voltage

Maximum RMS voltage

Maximum DC blocking 
voltage

Maximum average forward rectified current

Peak forward surge current 8.3 ms single half sine-wave 

@TA = 75
Maximum peak reverse current full cycle

Typical thermal resistance

Unit

Operating junction and storage temperature range Tj, TSTG 

R JA

 IF = 5A  T C= 25  

MAX

0.105(2.67)
0.095(2.41)

0.16(4.06)
0.14(3.56)

0.11(2.79)
0.10(2.54)

0.025(0.64)
0.014(0.35)

0.56(14.22)
0.53(13.46)

0.594(15.1)
0.587(14.9)

0.055(1.40)
0.045(1.14)

0.185(4.70)
0.175(4.44)

MUR1610CT MUR1620CT MUR1640CT MUR1660CT
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100V
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